FISERIESSPRESSURE MESSEL

FT — series (Pressure Vessels) are made up of high performance composite materials with
filament winding. Various thermoplastic liners of polyester and poly-propene offer 100% corrosion
resistant while only one-third the weight of steel tanks.

Dimensions
Size Volumn Weight (kgs) Top Bottom Base A
Cubic foot Empty Full Opening Opening (mm) (mm) (mm) (mm)
0844 1.2 5.65 40.0 2.5" Standard 1130 214 206
1054 2.2 9.30 72.0 2.5" Standard 1379 264 257
1252 34 10.00 107.0 2.5" Standard 1336 311 308
1354 3.7 10.40 116.0 2.5" Standard 1390 300 334
1465 53 15.25 165.0 2.5" Standard 1664 320 360
4" Standard 1662 320 360
1665 6.5 16.55  202.0 2.5" Standard 1664 380 410
4" Standard 1663 380 410
1865 8.3 31.90 268.0 4" Standard 1717 458 481
4" 4" Tripod 2027 551 480 419
2162 11.0 41.00 353.0 4" Standard 1715 522 543
4" 4" Tripod 2027 551 544 437
2472 15.9 46.00 496.0 4" Standard 1901 600 619
4" 4" Tripod 2154 605 622 401
3072 25.0 7040 779.0 4" Standard 1828 775 767
4" 4" Tripod 2129 770 772 345
3672 31.7 86.00 1086.0 4" Standard 1833 930 922
4" 4" Tripod 2159 932 927 368

Ordering Information: FT-T/B-40-3072-S

Model Type of Opening Size of Opening Diameter Height Base

FT= T= 25=25"-8 NPSM 8=8" 44 = 44" S=

Pressure Top Opening 40=4"-8 UN 10 =10" 52 = 52" Standard Base

Top and Bottom Opening 14 = 14" 65 = 65" Tripod Base
16 = 16" 72=72"
18 =18"
21=21"
24 = 24"
30 = 30"
36 = 36"
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